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2 x  30ml Bottle black ink - (yield: equivalent to 4.5 HP "56" and 9 "27" cartridges)
10ml Syringe with blunt tipped needle tip
Fill hole location template
Fill hole puncturing tool
10 Fill hole seals
Instruction sheet
Cotton wipe

1. Cover work surface with a few layers of newspaper to protect against accidental spills.
2. Place cartridge on table with print on label facing you.
3. Place template over label so that the black colored hole is over the top of the label.
4. Using the fill hole puncturing tool, push it through the black colored hole so that it

punctures the label. Save the template for future use.
5. Uncap one of the ink bottles. Using the syringe with needle affixed, draw between 7

and 8ml of ink into the syringe.
6. Insert the needle as far as it will go into the fill hole you created, draw it back out about 1/4" (7mm). 

SLOWLY inject the ink into the cartridge. Dispense ink until the syringe is empty
or ink starts to back up from the fill hole.

7. Withdraw the needle and set the syringe aside.
8. Use the cotton wipe to absorb any ink from around the fill hole.
9. Place one of the fill hole seals over the fill hole.
10. Return all remaining components to the box for future use.
11. Follow the instructions on the back of this sheet to reset the black ink level monitor

on your computer so that it reads "Full" again.
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IF YOU HAVE ANY QUESTIONS OR ENCOUNTER  ANY DIFFICULTY IN USING THIS PRODUCT, PLEASE CONTACT:

Note: If refilling a previously refilled cartridge, simply
peel off the fill hole seal and proceed to step 5.

Refilling Instructions
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