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Scotch Tape is a registered trademark of 3M Corp. Compaq is a trademark of Compaq Computer Co.

Xerox is a trademark of Xerox Corp. Sharp isa trademark of Sharp Electronics Corp.
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Refilling Instructions —ai ece onoozs

for Lexmark 12A1980/12A1985/15M0120/15M0125/17G0060/16G0065; [S{eINIZAINSES /A2 {==1W:\b]=
Compagq 337710-001; Xerox 8R7880/8R7882/8R12591 KEEP KIT AND TOOL
and Sharp AJ-C50C Tri-Color Cartridges OUT OF REACH OF

CHILDREN

CONTENTS: e

Ink Dispensers ap —
Removal Tool = | '

Cyan/Magenta/Yellow
3x 15cc

1. Protect work surface.
Refilling your cartridge is a clean and simple job, but it is best to cover your
work area with newspaper or other scrap paper to protect from accidental
ink spills.

Pry off cap with
blade tool supplied

2. Remove depleted color print cartridge from printer
according to printer manufacturer'sinstructions. Fig. 1

3. Lay cartridge on itsside. CAREFULLY using the razor knife provided
in the kit, work the blade into the joint between the green cap and black
cartridge body on all four sides to pry off cap. See Fig. 1.

4. Remove the scabbard from the refill dispenser of the color
you wish to refill. Insert the filler tube into the corresponding color
compartment through either of the two fill holes. Determine Cyan
appropriate color chamber by following figure 2. Push thefiller tube
into the absorbent material asfar asit will go. Then draw it back
out about 1/4" (6.5mm). See Fig. 2

5. Tilt the bottle until thefiller tubeisin thefully inverted
position Fig. 3. Squeeze the bottle with moderate pressure and keep
pressure applied until you see ink appear at the top of the color
compartment. Immediately stop squeezing the bottle. Draw filler tube most
of the way out then release pressure on bottle and allow the refill bottle to
suck back any excessink.

6. Bring the bottle back to the position shown in Fig. 2 Cyan
(filler tube in horizontal position) and remove the filler tube.
Recap the ink bottle and save for future refills. Replace the cap
on the print cartridge and tape into place with pressure sensitive
Scotch Tape™. See Fig. 4. Inspect the print head and wipe off
any excess ink immediately to prevent possible contamination
of print nozzles.

Dispenseink
into selected
color chamber

Fig. 4
7. Reingtall the cartridge into the printer. N \
If asked “Installing a new cartridge” or “Reinstalling a used cartridge,” Place pressure
choose “Installing anew cartridge.” Thiswill reset the ink level gg)st'ctﬁ o
monitor to read “Full.” Run a priming/cleaning cycle and print test firmly ofp
following the instructions included with your printer. It may be cartridge cap

necessary to repeat the print test several times to bring the color
balance back to normal.
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KEEP KIT AND TOOL
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CONTENTS:

Ink Dispensers
Cyan/Magenta/Yellow
3x 15cc

1Cap —~ . CHILDREN
Removal Tool .

Pry off cap with
1. Protect work surface. Fig.1  bladetool supplied
Refilling your cartridge isaclean and simple job, but it is
best to cover your work area with newspaper or other

scrap paper to protect from accidental ink spills.

2. Remove depleted color print cartridge from printer
according to printer manufacturer'sinstructions.

3. Lay cartridge on itsside. CAREFULLY using the razor
knife provided in the kit, work the blade into the joint
between the green cap and black cartridge body on all four
sides to pry off cap. See Fig. 1.

4. Remove the scabbard from the refill dispenser of the Magenta
color you wish to refill. Insert the filler tube into the corresponding
color compartment through either of the two fill holes. Determine
appropriate color chamber by following figure 2. Push the filler tube
into the absorbent material asfar asit will go. Then draw it back
out about 1/4" (6.5mm). See Fig. 2

5. Tilt the bottle until thefiller tubeisin the fully inverted
position Fig. 3. Squeeze the bottle with moderate pressure
and keep pressure applied until you see ink appear at the top of
the color compartment. Immediately stop squeezing the bottle.
Draw filler tube most of the way out then release pressure on /

bottle and allow the refill bottle to suck back any excessink. Dispense ink
into selected
6. Bring the bottle back to the position shown in Fig. 2 Magenta color chamber
(filler tube in horizontal position) and remove the filler tube.
Recap the ink bottle and save for future refills. Replace the cap
on the print cartridge and tape into place with pressure sensitive
Scotch Tape™ see Fig. 4. Inspect the print head and wipe off
any excessink immediately to prevent possible contamination )
of print nozzles. Fig4
7. Reingtall the cartridge into the printer. . Place pressure
If asked “Installing anew cartridge” or “Reinstalling a used ootch Tape-
cartridge,” choose “Installing a new cartridge.” Thiswill reset = firmly on
theink level monitor to read “Full.” Run a priming/cleaning / i cartridge cap
cycle and print test following the instructions included with
your printer. It may be necessary to repesat the print test several
times to bring the color balance back to normal.
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